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Rescue Kit LV Switchboard

Part No. Description 

01002-LVSK Rescue Kit LV Switchboard Yellow

01002-LVSK-OR Rescue Kit LV Switchboard Orange

01002-LVSK-AS Rescue Kit LV Switchboard with AS2225 Gloves

01002DVD DVD LV Rescue

01002-LVSK
Rescue Kit LV Switchboard Yellow

01002-LVSK-OR
Rescue Kit LV Switchboard Orange

01002DVD
DVD LV Rescue 
• Low voltage switchboard rescue instructional   
   DVD, detailing how to use LV Rescue Kit

• 10 minute duration

• DVD format - great training aid

KEY FEATURES & BENEFITS:
•  Designed for workers in the electrical industry - LV rescue from 

switchboards, suitable for up to 1000V

•  Suitable for all states in Australia

•  Fire blanket manufactured to AS/NZS 3504

•  Insulating gloves are compliant and tested to IEC 60903

KIT CONTAINS:
•  1000V Insulating Gloves

•  First Aid Booklet

•  Burns Dressing

•  ‘Isolate Here’ Sign

•  LV Rescue Hook

•  Torch

•  Fire Blanket

•  Supplied in a yellow bag  

(orange bag available)

MAINTAIN A SAFE WORK ENVIRONMENT
We recommend regular 6 month HV testing of these products.

No Australian Standard specifically covers rescue kits. Refer to your State Electrical or Safety Government department guidelines and local electricity 
authority's procedure for LV rescue procedures. 
Any State Electrical or Safety Government department LV Rescue procedure will always precede this LV Rescue Kit contents and standards.
NOTE: the gloves provided have a test validity date of 6months from the test date. We recommend regular 6-monthly voltage testing of this product. 
Testing can be carried out by our Legend technical laboratory. Refer to your State Electrical or Safety Government department to check your local 
legislation regarding testing.

T: 133 122 | F: 1300 303 310 | E: sales@cabac.com.au | W: cabac.com.au   

In support of our policy of con�nuous product improvement we reserve the right to change materials and specifica�ons without no�ce. 
Drawings, where used, are not to scale. All dimensions are in millimetres and sizes given are approximate. Where possible, technical MSDS 
data sheets are made available on the website. All products should be installed and used in accordance with manufacturer’s instruc�ons 
provided. Warning: products may be the subject of registered designs and patents. Refer to website for terms and condi�ons on warranty.


