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1.1 Industrial and motor applications to BS88 - Standard
Offset bolted tags fuse links
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Offset bolted tags fuse links 
Specifications
Description
Fuse links for general industrial applications with Q1 fusing 
factor, general purpose (gG) and motor protection (gM) 
characteristics for general industrial and motor applications.

Technical data
Rated voltage: 
•	 gG: up to 550 V a.c. see tables for details
•	 gM: up to 500 V a.c. see tables for details

Rated current: 	 2 to 200 A, see tables for details 
Breaking capacity: 80 kA up to 550 V a.c. see tables for details

Standard/agency information
Meets BS88 Part 1 and 2, IEC 60269 parts 1 and 2

Catalogue 
numbers

Rated  
voltage

Rated current 
(Amps)

Breaking  
capacity

Operating 
class

BS  
Reference

Fixing centre
(mm)

Pack 
quantity

Compatible 
fuse holders

NITD2 550 V a.c. 2 80 kA at 550 V a.c. gG A1 44 20 CM32FC 
Camaster range  

RS20H Red Spot 
range  

NITD4 550 V a.c. 4 80 kA at 550 V a.c. gG A1 44 20

NITD6 550 V a.c. 6 80 kA at 550 V a.c. gG A1 44 20

NITD10 550 V a.c. 10 80 kA at 550 V a.c. gG A1 44 20

NITD16 550 V a.c. 16 80 kA at 550 V a.c. gG A1 44 20

NITD20 550 V a.c. 20 80 kA at 550 V a.c. gG A1 44 20

NITD25 550 V a.c. 25 80 kA at 550 V a.c. gG A1 44 20 CM32FC 
Camaster range  

NITD32 550 V a.c. 32 80 kA at 550 V a.c. gG A1 44 20

NITD20M25 415 V a.c. 20M25 80 kA at 415 V a.c. gM A1 44 20

NITD20M32 415 V a.c. 20M32 80 kA at 415 V a.c. gM A1 44 20

NITD32M40 415 V a.c. 32M40 80 kA at 415 V a.c. gM A1 44 20

NITD32M50 415 V a.c. 32M50 80 kA at 415 V a.c. gM A1 44 20

NITD32M63 415 V a.c. 32M63 80 kA at 415 V a.c. gM A1 44 20

Dimensions - mm
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Catalogue numbers A B C D E F G

NITD2-32 and NITD20M25-32 55 44 34.6 11.2 13.8 0.8 14

NITD32M40-63 55 44 35.6 11.2 17.5 1.2 18.5

Data sheet: 4106

Product selection

NITD, class gG, 550 V a.c., 2 to 32 A - class gM, 415 V a.c., 20 to 32 A




