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Product data sheet
Characteristics

3043VA-VW
Clipsal Iconic, 3 switches, vertical, 10 A, vivid
white

Main
Range Clipsal Iconic
Product or component
type

Switch

Device application Lighting
Colour tint Vivid white
Quantity per set Set of 20

Complementary
Device presentation Complete product
Control type Rocker
Device mounting Flush
Installation direction Vertical
Switch function 1-pole 1/2-way
Number of rocker 3
Rated current 10 A
[Ue] rated operational voltage 250 V
Material Plastic
Height 120 mm
Width 78 mm
Depth 39 mm
Net weight 0.108 kg

Packing Units
Package 1 Weight 107.000 g
Package 1 Height 39.400 mm
Package 1 width 83.300 mm
Package 1 Length 124.790 mm

Offer Sustainability
EU RoHS Directive Not compliant
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=441269549&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=441269549&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120506EN

