
Cable Clips,
Connectors & Screws

In a convenient range of packaging



Blister Pack Jar Box Bucket Bulk Bin Description

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cable Clip Suits:

BL564/00 20 564/00J 300 564/00 200 0.75mm2 2 core fl at fi gure 8 fl ex cables

BL564/0 20 564/0J 150 564/0 100 564/0B 500 564/0BB 6000 1mm2 & 1.5mm2 3 core fl at cable

BL564/1 20 564/1J 100 564/1 100 564/1B 400 564/1BB 5000 2.5mm2 3 core and 4mm2 2 core fl at 

BL564/2 20 564/2J 70 564/2 100 4mm2 3 core fl at cable

BL564/3 20 564/3J 70 564/3 100 564/3B 250 6mm2 3 core fl at cable

BL564/4 20 564/4J 70 564/4 100 16mm2 2 core fl at cable

BL564M4 20 564M4J 300 564M4 200 4mm diameter cables & 1mm2 SDI

BL564M5 20 564M5J 200 564M5 100 5mm diameter cables & 2.5mm2 SDI

BL564M6* 20 564M6J 100 564M6* 100 6mm diameter cables & 1mm2 2 core fl at

BL564M8 20 564M8J 150 564M8 100 8mm diameter cables

BL564M10 20 564M10J 100 564M10 100 10mm diameter cables

BL564M12 20 564M12J 70 564M12 100 12mm diameter cables

Convenient storage for cable clips, connectors and screws  
Clipsal bring you their popular range of screws, 
connectors and new, improved cable clips in 
resealable packaging. These containers are 
stronger and, being resealable, will ensure your 
bits and pieces don’t get lost in the back of the 
van. All jars are clear so you can quickly fi nd the 
screw, connector or cable clip that you need. 

Clipsal Cable Clips

In addition to our new packaging, these 
accessories are still available in traditional 
header pack poly bags, blister packs and boxes.

564 & 564M

*Note: 564M6 is also available in black for Coax Cables. (Order as 564M6, BK.)

BucketsBlister Packs  Bulk BinsBoxes Jars

Designed to fi tDesigned to fi t
ASNZS5000 cable sizes.ASNZS5000 cable sizes.



Header Pack Jar Bucket

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

357WF22 100 357WF22J 90 357WF22B 500

357WF30 100 357WF30J 70 357WF30B 500

357WF40 100 357WF40J 50 357WF40B 500

357WF

Range : 22mm, 30mm & 40mm, 10 gauge shank, 
9mm diameter head.

Ideal for mounting accessories onto a ‘C’ section and purlins, 
these screws have a 9mm head that neatly fi ts Clipsal 56 Series mounting enclosures.

Wafer Head Drill Bit Tip

Header Pack Jar Bucket

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

357/20 100 357/20J 500 357/20B 1000

357/25 100 357/25J 400 357/25B 1000

357/30 100 357/30J 325 357/30B 1000

357/35 100 357/35J 250

357/40 100 357/40J 175 357/40B 500

357/45 100 357/45J 175 357/45B 500

357/50 100 357/50J 125 357/50B 500

357/63 100 357/63J 100 357/63B 250

357/75 100 357/75J 100 357/75B 250

Clipsal Screws : Timber, Wall Plugs, Sheet Metal

357

Range : 20-45mm, 7 gauge shank, 9mm diameter head.
 : 50-75mm, 8 gauge shank, 9mm diameter head.

The mounting feet of the Clipsal Mounting Block and other 
accessories have been designed to accommodate 357 Bugle 
Head screws.
Note: If using a Power Driver, please adjust 
torque setting appropriately.

Bugle Head Twin Start Needle Point

357P & 357PH

357P
Range : 20-50mm, 6 gauge shank, 6.85mm diameter head.

357PH
Range : 12-50mm, 7 gauge shank, 8mm diameter head.

Pan head screws with 6.85mm diameter heads are ideal for 
directly fi xing accessories such as light switches and power 
points to wall plugs, timber architraves and skirting boards, 
without interfering with the number ‘9’ cap.
Screws with the 8mm diameter head provide extra support when 
fi xing heavier products such as our 56 Series, without interfering 
with the interior IP cap.

Pan Head Twin
Start Needle Point

Header Pack Jar Bucket

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

357P20 100 357P20J 500 357P20B 1000

357P30 100 357P30J 325 357P30B 1000

357P40 100 357P40J 250 357P40B 500

357P50 100 357P50J 175 357P50B 500

357PH12 100 357PH12J 500 357PH12B 1000

357PH20 100 357PH20J 500 357PH20B 1000

357PH25 100 357PH25J 400 357PH25B 1000

357PH30 100 357PH30J 325 357PH30B 1000

357PH40 100 357PH40J 200 357PH40B 500

357PH45 100 357PH45J 175 357PH45B 500

357PH50 100 357PH50J 150 357PH50B 500

Clipsal Screws : Metal (self drilling)

Header Pack Jar Bucket

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

357WH12 100 357WH12J 400 357WH12B 1000

357WH25 100 357WH25J 250 357WH25B 500

357WH

Range : 12mm & 25mm, 8 gauge shank, 11.7mm diameter head.

Ideal for use when mounting accessories into ‘C’ sections and purlins. The 11.7mm diameter head will not pull through 
the base of mounting accessories.

Washer Head Drill Bit Tip

Header Pack Jar Bucket

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

357WHP32 100 357WHP32J 140 357WHP32B 500

357WHP

Range : 32mm, 8 gauge shank, 11.7mm diameter head.

The 11.7mm diameter ‘WHP’ screws are ideal for mounting fl uoros and similar fi ttings as they attach quickly and will 
not pull through the mounting holes when tight.

Washer Head Twin Start 
Needle Point

357TB

Includes: 357WF30 (100), 357/20 (150), 357WH12 (350), 357P30 (200), 357P20 (300), 357WH25 (100),
357PH50 (50), 357/63 (50), 357WHP32 (100), 357PH45 (100), 357/35 (100), 357/40 (100).

Economy Value Pack

FREENo.2 Phillips Head Bitin every ClipsalScrew Bucket



Cat. No. Qty. Description

357PB 1 No. 2 Phillips Head single ended 
100mm long

357PB2 1 No. 2 Phillips Head double ended 
100mm long

357PB150 1 No. 2 Phillips Head single ended 
150mm long

357PBU 1 No. 2 Phillips Head & 6mm fl at blade 
100mm long

357NS 1 5/16” Nutsetter 70mm long

Clipsal Power Drive Bits

357PB & 357NS

Range : No. 2 Phillips Head, 6mm fl at blade, 5/16” Nutsetter.

The 357PB range of power drive bits suits all Clipsal fasteners.
The 357NS power drive bit is used for 5/16” Hex headed 
fasteners commonly used on roofi ng and fencing.

Power Drive Bits

Clipsal Cable Connectors

Accommodates 2 x 6 sq. mm cables.

Clipsal cable connectors are now more fl exible 
and therefore easier on your fi ngers and easier to fi t into tight 
J-Boxes. Safety has also been enhanced in the form of a 
larger insulation cover that shrouds the conductors and cable 
insulation. The 5mm fl at blade access to the terminal screws lets 
you feel exactly when the terminals are at the correct tension.

Single & Twin Screw563
Header Pack Blister Pack Jar Box

Cat. No. Qty. Cat. No. Qty. Cat. No. Qty. Cat. No. Qty.

H563/1 10 BL563/1 10 563/1J 70 563/1 100

H563/2 10 BL563/2 10 563/2J 70 563/2 50

Single & Twin Screw563G

Accommodates 3 x 6 sq. mm cables.
Provided with combination 
head screws. For assistance in installing these 

accessories, check out the Clipsal 
Hand Tools brochure or ask your 
Clipsal rep for more information.

Jar Box

Cat. No. Qty. Cat. No. Qty.

563G1J 50 563G1 100

563G2J 40 563G2 50

Product of Clipsal Australia Pty Ltd
ABN 27 007 873 529

Head Offi ce
12 Park Terrace, Bowden 
South Australia 5007
Telephone (08) 8269 0511
Facsimile (08) 8340 1724
Internet clipsal.com
E-Mail plugin@clipsal.com.au

National Customer Service Enquiries:
1300 2025 25
National Customer Service Facsimile:
1300 2025 56
International Enquiries
International Sales and Marketing
Telephone + 61 8 8269 0587
Facsimile + 61 8 8340 7350
E-Mail export@clipsal.com.au

clipsal.com
New Zealand
Clipsal Industries (NZ) Ltd 
Telephone (09) 576 3403
Facsimile (09) 576 1015
E-Mail headoffi ce@clipsal.co.nz

Customer Service
Free Fax (0508) 250 305
Auckland/Mobile Phone (09) 572 0014
Free Phone (0508) CLIPSAL
 2547725

You can fi nd this brochure and many 
others online in PDF format at:
clipsal.com

Follow the links off the home page 
or access the following page directly: 
clipsal.com/wat_lib_pdf.cfm 

Clipsal Australia Pty Ltd reserves the right to change 
specifi cations, modify designs and dis con tin ue items 
without incurring obligation and whilst every effort is 
made to ensure that descriptions, specifi cations and 
other in for ma tion in this catalogue are correct, no 
warranty is given in respect thereof and the company 
shall not be liable for any error therein.

©Copyright Clipsal Australia Pty Ltd 2006.
All rights reserved.
This material is copyright under Australian and 
international laws. Except as permitted under the 
relevant law, no part of this work may be reproduced 
by any process without prior written permission of and 
acknowledgement to Clipsal Australia Pty Ltd. C
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