
CABLES

74

TÜV DC Solar Cable 120°C
PV1-F Photovoltaic Cable

Code Cable 
Type

Core Colour Nominal 
Area     
mm²

Bending
 Radius

Temp 
Rating Resistence 

@20°C  

Nominal 
OD 
mm

Kg/100m

SINGLE CORE

4TÜVR SDI Red 4 4 x D 120°C 5.09 4.6 5.3

4TÜVB SDI Black 4 4 x D 120°C 5.09 4.6 5.3

6TÜVB SDI Black 6 4 x D 120°C 3.39 5.3 7.3

FIGURE 8 

TÜV4B 4 4 x D 120°C 5.09 4.6 x 9.4

TÜV6B 6 4 x D 120°C 3.39 14.6

TÜV10B 10 4 x D 120°C 2.02 22.2

0.6/1kV Figure 8 & SDI Solar Cable 120°C - Slim Design 

CONSTRUCTION
Conductors

Insulation Electron beam Cross linked compounds  

Sheath Electron beam Cross linked compounds  

Voltage

Colour Single Double Insulated - Black Sheath - Red or Black Core   

PACKAGING
Standard Length Cable Packing  100m & 500m        

Standard Cable Markings TÜV
NOT DISCONNECT UNDER LOAD -- 120°C SOLAR DC CABLE

FEATURES

UV Stabilised

TÜV Rheinland 

Compact Design

APPLICATIONS
Inter connection in photovoltaic system for both residential and commercial installations  

RoHS

UV

+120ºC

Tinned 

Copper Wire

TCW


