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Pack Cat No.
BC cord grip, 240V. Colour codes: 
BL (Black), WE (White)

10 333

Lampholder, cord grip, supplied 
with long skirt, (Cat. No. 333SK) 
(BL, WE)

Lampholders

Section 8Plugs, Bases & Sockets 

Pack Cat No.

240V. a.c. To suit B22 bayonet cap 
lamps. Supplied with long skirt, 
(Cat. No. 333SK). 
 Battenholder, 4 terminals

10 360

Adjustable angle battenholder, 
4 large terminals. 64mm dia base. 
50mm mounting centres. (WE)

5 360/W1

Adjustable angle battenholder, 
IP23. 4 terminals. Integral anchor 
plugs. 50mm mounting centres. 
(WE)

10 366

Battenholder, 4 terminals, 
standard 68mm dia base. 50mm 
mounting centres. (WE)

10 366Y

Battenholder, 4 terminals, 
integral fix-fast anchor plugs,
standard 68mm dia base. 
50mm mounting centres. (WE)

10 366LY

Battenholder, 4 terminals, 
separate fix-fast anchor plugs, 
standard 68mm dia base. 50mm 
mounting centres. (WE)

10 368

Battenholder, 4 terminals, 90mm  
dia base. 50mm mounting centres. 
(WE)

10 368/1

Battenholder, 4 terminals, 90mm  
dia base. 70mm mounting centres. 
(WE)

Battenholders

Pack Cat No. Elbow plug socket

10 39 10A elbow plug socket

Pack Cat No.
Latching cover ceiling roses, 
240V a.c. Colour codes, BL (Black), 
WE (White). 

10 80

(WE) Ceiling rose, 4 way connec-
tion. Easily wired with connectors 
supplied. 68mm dia x 44mm high. 

Screw-on cover ceiling roses, 
240V a.c.
Size: 65mm dia x 37mm high.

10 84
Ceiling rose 10A, 4 plate x 2 post 
per plate (BL, BR, WE)

Large screw-on cover type, 
240V a.c.
Size: 92mm dia x 36mm high.

10 78
Ceiling rose 10A, 4 plate x 2 posts 
per plate (WE)

Ceiling roses

Pack Cat No.

Flexible PVC cover with safety 
skirt, cord locking nut and screwed 
clamp terminals, 240V a.c.
Colour codes: BL (Black), Cl 
(Clear), GY (Grey), WE (White).

10 7P
10A extension socket, 3 pin flat, 
8mm entry hole (BL. CL, GY, WE)

10 7P15
10A extension socket, 3 pin flat, 
10mm entry hole (CL, GY, WE)

Extension sockets


