
Cat No EMRS

Description Excel Life Rotary Switch Mechanism -  
Options 180°, 270°, 360° - 16A

Supply voltage 230 - 240V a.c.

Current rating 16A, 10AX (fluoro)

Colour White (WE), Urban Grey (UG)

Compliance AS/NZS 3133

Data Sheet
Excel Life™

Rotary Switch Mechanism - 
Options 180°, 270°, 360° - 16A
CAT NO. EMRS



Excel Life™

Rotary Switch Mechanism - 
Options 180°, 270°, 360° - 16A
CAT NO. EMRS
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Wiring for 360º rotation

Wiring for 270º rotation
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Select one of the following wiring options:

POSITION
WIRING

0 1 2 3

OFF ON ON ON Connect All Terminals

Wiring for 180º rotation
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Select one of the following wiring options:

POSITION
WIRING

0 1 2 3

OFF ON ON ON Connect All Terminals

OFF ON OFF ON Do Not Connect Terminal 2

Select one of the following wiring options:

POSITION
WIRING

1 2 3

ON ON ON Connect All Terminals

ON OFF ON Do Not Connect Terminal 2

OFF ON ON Do Not Connect Terminal 1

ON ON OFF Do Not Connect Terminal 3



HPM Legrand - AUS
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

HPM Legrand - NZ
0800 476 009
www.legrand.co.nz

Refer to your group buying office, HPM Legrand Sales Representative or 
HPM Legrand Sales Office for pricing.

■  Combines the 180°, 270° and 360° products into 1

■  Easy grip, lower profile knob

Excel Life™

Rotary Switch Mechanism - 
Options 180°, 270°, 360° - 16A
CAT NO. EMRS Product specifications

Cat No EMRS

Supply voltage 230-240V a.c.

Current rating 16A, 10AX (fluoro)

Single product

Cat No Barcode

EMRSWE 9321001401933

EMRSUG 9321001411741

Inner box (QTY 10)

Cat No Barcode Dimensions

EMRSWE 9321001404378 124 x 160 x 80mm

EMRSUG 9321001412403 124 x 160 x 80mm

Outer box (QTY 120)

Cat No Barcode Dimensions

EMRSWE 9321001406815 260 x 340 x 260mm

EMRSUG 9321001413066 260 x 340 x 260mm

Marking plate options

TYPE 1 TYPE 2 TYPE 3 TYPE 4 TYPE 5 TYPE 6


