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ML-NOXBOX-R

M-Elec's solution for an IP rated ceiling rose is here. Finally a visually appealing cable junction 
for use on horizontal and vertical surfaces. Designed to fit in almost any exterior or interior 
location the NOXBOX-R from M-Elec is designed by electricians, for electricians. Featuring 
a quick release cover, intergrated cable hooks, LOX 20A connectors and rear entry, the 
NOXBOX- R extends the NOXBOX range by M-Elec

Product information

ML-NOXBOX-R-W ML-NOXBOX-R-B

Construction / Materials •	 Clear PC  base • UV Stabilised PC dome cover 
•	 Pre-installed silicone O-ring 
•	 Pre-installed foam gasket 
•	 1x internal gland with rubber sleeve 
•	 4x LOX connectors1 (3 pole) (ML-LOX-4-3J)

Compliance AS/NZS IEC 60670.22:2012 used in conjunction with AS/NZS IEC 60670.1:2012

IP Rating IP652

Temperature Range -20°C to +45°C

Suits Cable 0.2mm² - 4mm² flexible & rigid

Dimensions Ø 72.5mm x H 48.59mm

Weight 0.65kg

Kit Includes 1 x NOXBOX-R unit

Warranty 5 Years

TECHNICAL INFORMATION

DIMENSIONS

72.5mm

48.59m
m
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INSTALLATION GUIDE

1

Remove the dome cover and internal gland from the base of 
the NOXBOX Round.

2

Secure the NOXBOX Round's base onto your installation surface 
using suitable fixings. 

3

Use the four ML-LOX-4J connectors to connect your line wires 
(each three pole connectors are interconnected).

4

Feed your load cable through the dome cover hole and through the 
internal gland (ensuring that the gland is facing down onto the dome 
cover). Connect your load cable to the ML-LOX-4-3J connectors.
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INSTALLATION GUIDE

5

Secure your load wires through the built-in cable hooks. Screw the 
internal gland into the dome cover to secure it in place and feed the 
cable through the gland until the cover is close to the base.

6

Fully tighten the internal glad into the dome cover to ensure a tight 
seal.3

7

Assemble the dome cover onto the base, ensuring that the outer indicators are in-line. 
Test to relevant standards. 

GLAND SEAL:

O X
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PLEASE NOTE

MUST BE INSTALLED BY LICENSED ELECTRICIAN	

1.	 Please refer to the manufacturer's data sheet for more information on the product and compliance.

2.	 To ensure that the IP rating is maintained do not remove the pre-installed O-rings, foam gasket, or internal gland. 

3.	 To maintain IP rating is maintained ensure that the gland seal is tight around your outcoming cable.
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