
LED MR16 - 7 W
7 watt - MR16 profile shape LED

Application

Ideal for any residential interior space

Design Specifications

Shockproof frosted polycarbonate lens
Die cast aluminium body
High efficiency SMD LED chips,
beam distribution 60 degree
12V AC or DC driver required, non dimmable
7 watt, CRI > 80, CCT 3000K / 6000K
Lamp base GU5.3

WARM WHITE

3000K

DAYLIGHT

6000K

Technical Specification

Model No. Description Input Voltage
(V/AC)

Input Voltage
(V/DC)

Power
(W)

Lumens
(lm)

CCT
(K)

MR16/7W/WW LED MR16 LAMP 7W 3K
NON-DIM 12 12 7 500 3000

MR16/7W/DL LED MR16 LAMP 7W 6K
NON-DIM 12 12 7 550 6000

Model No. CRI Beam Angle (°) Dimmable Base Type
MR16/7W/WW 80 60 NO GU5.3

MR16/7W/DL 80 60 NO GU5.3

Due to continued product and technology enhancements, data sourced from sal.net.au shall not form part of any contract and or technical performance guarantee unless expressly confirmed in writing by SAL at the
time of order. Products are sold in accordance with SAL Terms and Conditions of sale  and all images shown are for illustration purposes only and may vary from the actual colour or finish. Unless specifically stated, all
IP ratings nominated for Interior products are from "below the ceiling".

NSW/ACT: 02 9723 3099
QLD: 07 3879 5999
VIC/TAS/SA/NT: 03 9532 3168
WA: 08 9248 7458
www.sal.net.au

- 1 -
PDF Prepared: 21.6.2020 9:35pm

Last page update: May 2020
© Copyright SAL - All Rights Reserved

https://www.sal.net.au/terms-of-use
https://www.sal.net.au/sal.net.au/dimensions/interior-led-lighting/led-lamps/mr167watt.jpg


Dimensions
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