
Standard Strut Length: 6 metres Material Finishes: Strut: Plain, Galvabond, Hot Dipped Galvanised, Stainless Steel. Strut Nuts: Zinc Plated, Hot Dipped Galvanised, Stainless Steel WWW.UNISTRUT.COM.AU

STRUT SIZE 41 X 41 41 X 41 41 X 22 41 X 21 41 X 62

MATERIAL THICKNESS 2.5mm 1.6mm 2.5mm 1.6mm 2.5mm

Strut P1000® P2000 P3300 P4000 P5500

Strut - SLOTTED P1000T P2000T P3300T P4000T P5500T

Strut - BACK TO BACK P1001 P2001 P3301 P4001 P5501

STRUT NUTS - WITH SPRING P1000® P2000 P3300 P4000 P5500

6mm P1006 P1006 P4006 P4006

8mm P1007 P1007 P4007 P4007

10mm P1008 P1008 P4008 P4008 P5508

12mm P1010 P1010 P4010 P4010 P5510

16mm P1012S P1012S P4012S P4012S

STRUT NUTS - WITHOUT SPRING P1000® P2000 P3300 P4000 P5500

6mm P3016 P3016 P3016 P3016 P3016

6mm P3006 P3006 P3006 P3006 P3006

8mm P3007 P3007 P3007 P3007 P3007

10mm P3008 P3008 P3008 P3008 P3008

12mm P3010 P3010 P3013 P3013 P3010

16mm P1012 P1012 P4012 P4012 P1012
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